
STRINGERS MAX. 24" O.C. (610 mm)

1/4" (6 mm) HEADER PLATE

SIDE PLATE HEIGHT

1/4" (6 mm) HEADER PLATE

WELD RAILS TO

ALL JUNCTURES

SEE DETAIL A

DETAIL A

ANCHOR CLIPS, BOTH SIDES.

(FURNISHED LOOSE AND

FIELD WELDED, OR SHOP

WELD, AS SPECIFIED.)
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SIDE PLATE

BOTH SIDES
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(6 mm)
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SIDE PLAN
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TORQUE ROD CONNECTION DETAIL C
ANCHOR CLIP DETAIL

   DETAIL B

SECTION X-X

DETAIL A

6" O (152 mm) SCH. 80 PIPE STRINGERS/
WELD ALL AROUND TO HEADER P L's.

/

SIDE PLATE

DRILL HOLES TO
MATCH WING,
BOTH SIDES.

(6 mm)
TYP.

TORQUE BAR

LOCATIONS FOR

8'-0" (2438 mm)

GRID. FOR OTHER

WIDTH GRIDS

MIN. 4 BARS

REQ'D, LOCATED

AT ENDS &

CENTERED ON

GRID.TYP.
(6 mm)

/

ROD, 5/8" O /

6" O PIPE/

AS REQUIRED ON WORK DATA SHEET.  SEE DETAIL C.

NOTES:

SHOWN, AND WELDED WITH 3/16" (5 mm) FILLET WELDS TO TOP OF RAILS 

SEE DETAIL B.

(64 mm)

x 1 1/4"

2 1/2" (64 mm) 0 SCH. 80 PIPE RAILS 

1 1/4" (32 mm)

1 1/4"-1
 1/2"
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TYP.

STRINGER

CENTERED
BET. RAILS

RAIL

MODIFICATION FOR WILD HORSES

#8, GRADE- 40, REBAR
CENTERED BETWEEN
PIPE RAILS.

1. DESIGN LOADING OF GRID CONFORMS TO AASHTO H-20-44.

2. PROVIDE 4-1 1/2"x1/4" (38x6 mm) TORQUE BARS, FULL LENGTH, SPACED AS

3. END PLAT FLUSH WITH, AND WELDED TO, RAILS.
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mm) TORQUE BAR

ROD, 5/8"
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(6 mm)
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SEE SPECIFICATIONS
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SEE DETAIL C

4. THE METRIC CONVERSIONS ARE PROVIDED IN PARENTHESIS
FOLLOWING THE ENGLISH UNITS.
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